Laserdiodi, 520nm, 10mW, halkaisija 5,6 mm

Tuotekoodi: AM9033
EAN13: -
HS-koodi: 90132000

Tuotevaihtoehdot:

Tuotteen parametrit:

Valon vari: Punainen
Aallonpituus: 520 nm
Jannite: 6,0-7,0 V DC
Esitys: 10 mW

Tapaus: TO-18
Kattavuus: IP20
Elinikainen: 5000 tuntia

Tuotteen kuvaus:
Laserdiodi, jonka aallonpituus on 520 nm ja teho 10 mW.

aallonpituus 650nm
jannite 6,0-7,0V
kéanteinen jannite 2V
virta 60-100mA
suojausluokka IP20
kayttélampétila -10 - 50 °C
koko 5,6x5,6x10 mm

hinta 1 kpl

Nastaliitéanta: nasta nro 2 (kotelo) = ANODI, nasta nro 1 = katodi LD, nasta nro 3 = anodi PD
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Green Laser Diode Key features
Absolute Maximum Rating at Tc=25C

Items Symbols Values Unit
Optical Output Power Po(cW) 10 mw
Reverse Voltage v 2 v
Operating Temperature T 107460 e
Storage Temperature Ts -10~+70 e

Electrical and Optical Characteristics at Tc=25C

ttem Symbols | Min Typ. Max. Unit Condition
Optical Output Power | po - e 10 mw -

Threshold Current Ith = 30 60 mA -

Operating Current Iop - 60 100 mA Po=10mW
Operating Voltage Vop - 60 7.0 v Po=10mW
Peak Wavelength Ap 510 520 530 nm Po=10mW
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