Hére zsugorodd hively, kilonb6z6

Termékkod: AM0551

EAN13: -

HS kod: 85369010

Termékjellemzdk:

atmérdk

Vezetd keresztmetszete: 0,25-0,34 mm?, 0,50-1,00 mm?2,

0,75-1,50 mm?, 1,50-2,50 mm?, 2,50-4,00 mm?, 4,00-6,00 mm?,

6,00-10,00 mm?

A termék jellemzéi:

Bon’té: IP67
Attorési feszlltség: 1000 V

Termeékleiras:

Zsugorodasi aradny: 2:1

Anyaga: Nylon

Forrasztas: lommentes 6n
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SST-11
SST-21
SST-51
SST-31
SST-61
SST-41

SST-71
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Vezetd keresz Benne L (perc) B (perc)
tmetszete vagyok.)
0,25-0,35 mm 1,7 mm 26 mm 1,0 mm
2
0,50-1,00 mm 2,7 mm 40 mm 1,4 mm
2
0,75-1,50 mm 3,5mm 40 mm 1,5 mm
2
1,50-2,50 mm 4,5 mm 40 mm 2,3 mm
2
2,50-4,00 mm 5,5 mm 40 mm 2,5 mm
2
4,00-6,00 mm 6,0 mm 40 mm 3,7 mm
2
6,00-10,00 7,3 mm 30 mm 3,8 mm
2

mm

B + C (max.)

1,7 mm
2,7 mm
3,5 mm
4,5 mm
5,5 mm
6,0 mm

7,3 mm

C (perc)
0,76 mm
1,2 mm
1,3 mm
2,0 mm
2,2 mm
3,4 mm

3,4 mm




Low Temperature Solder Sleeve:
Minimum Shrink Temperature: 80°C
Minimum Temperature for Solder to Melt: 138°C

Dual-walled Design:
Polyolefin Tubing Outside
& Hot Melt Adhesive Inside

Polyolefin Tubing
Shrinkage Ratio: 2:1
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(@ strip wire insulation 1/3 inch on both  (2) Apply heat while continuously rotating
wire ends. Twist the strands together. the wire to make the terminal evenly heated.

@ The tubing will shrink down.Solder will NOTE: NO Cnmplng Needed!

melt and flow through the stripped wires.
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