Ztgcze przemystowe LP-16, meskie do
zenhskiego (gniazdo kwadratowe)

Kéd produktu: AM8116
EAN13: -
HS kéd: 85369010

Warianty produktéw:

Liczba pinéw: 2-pin, 3-pin, 4-pin, 5-pin, 7-pin, 8-pin, 9-pin

Parametry produktow:

Pokrycie: IP67

Opis wyrobu:

Najwyzszej jakosci zestaw ztacz przemystowych z poztacanymi stykami. Zwiekszona odpornos¢ na wibracje.

Stopien ochrony: IP67

Maksymalne napiecie: 500V (2/3/4-pin), 250V (5/7/8/9-pin)
Maksymalne napiecie chwilowe: 2500V (2/3/4-pin), 1500V (5/7/8/9-pin)
Maksymalny prad: 10A (2/3/4-pin), 5A (5/7/8/9-pin)

Dla $rednic przewodéw: 3-7 mm

Odpornos¢ izolacji:




LP-16-Datasheet

The number of pins 2PIN 3PIN 4PIN 5PIN 7PIN 8PIN 9PIN
a
B
rant e o P
Operating voltage 400V 250V

Temperaturerise  10A 30T | ; 12A 40C | ; 15A 50C |

Contact diameter - ; 5 o . " "
sl D152 153 | o154 0105 107 | 0108 | ©10'9

Insertion force 12NMax. 18NMax 24NMax. 15NMax. 18NMax. 24NMax. 2.7NMax
Durabilty 1700 times

Screw torque 42-53(N.m)_torque wrench 200(N.m)

Working temperalure | ~40T ~+80°C

Vibration quency 5 d:10m/s,0.10uswithout break
Impact resistance  294mis2

Saltfog PHG.5-7.2,NaCl,5% 48H

Diameter range Applicable scope of OD (®1-®8.5) mm  with waterproof circle (®9mm . ®7mm)
Protection level P87

Certiication standards Comply with the TV and UL cerfication standards

MATERIALS
H parts | High-performance engineering plastics
Hardware Zinc alloy (pearl hard chrome)
cooper pins Copper alloy (gold-plated 4U)
waterproof cover Silica gel
Flammability rating UL94-VO
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