Ztgcze przemystowe LP-16, meskie do zenskiego (gniazdo kwadratowe)

Koéd produktu: AM8116
EAN13: -
HS kéd: 85369010

Warianty produktéw:
Liczba pinéw: 2-pin, 3-pin, 4-pin, 5-pin, 7-pin, 8-pin, 9-pin

Parametry produktow:

Pokrycie: IP67

Opis wyrobu:

Najwyzszej jakosci zestaw ztacz przemystowych z poztacanymi stykami. Zwiekszona odpornos¢ na wibracje.

Stopien ochrony: IP67

Maksymalne napiecie: 500V (2/3/4-pin), 250V (5/7/8/9-pin)
Maksymalne napiecie chwilowe: 2500V (2/3/4-pin), 1500V (5/7/8/9-pin)
Maksymalny prad: 10A (2/3/4-pin), 5A (5/7/8/9-pin)

Dla srednic przewodéw: 3-7 mm

Odpornos¢ izolacji:
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Rated currant 104 sa

Operating voltsge o0 2500

Witheszarding Vollage 5000 1500

Contact resistance <25m0 <5.0m0

Tompermrarise DA 30T, ; 17A 40T | . 184 80T
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Insston force T2MMax  1ENMax  ZdNMax  TSNMax 1BMMac  24HMsc  27NMax
Duratilty
‘Sun-w longque. A2-53N.m) longue wrench 200(N.m)

Working temperatuie

Whration Fraquancy-5-200Hz ampliuda:Smm spasd:10m's.0, 1 Duswihout mstantaneous break
Irpact resstance 2042

Salt lag PHE.5-7.2HaCl 5% 48H

[Nameter rarge. Appicsbia scope of 00 (©1-D8.5 ) mm with waterpeoof circle | ®9mm . ®7mm |
Protetion el w67

Cartfication standards  Camply with the TUW and UL certfication standards.
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