Relé s casovym oneskorenim 0.1s - 1 hodina, FC-31, 12V

Koéd produktu: AM9172
EAN13: -
HS kéd: 85364190

Varianty produktu:

Parametry produktu:

Napatie: 12 V DC
Krytie: IP20

Popis produktu:

Po pripojeni k napatiu zopne relé po nastavenom ¢asovom oneskoreni. Nastavenie oneskorenia SMD trimrom. Pripojenie NO a NC.

Nastavitel'nd doba zopnutia 100 ms az 1 hodina
Bezpotencialovy kontakt relé

Napédjacie napatie: 12V DC
Prevadzkovy priad: 100 mA

Typ relé: Songe SRD-12VDC-SL-C

Max. spinané napatie: 250V AC, 30V DC
Max. spinany prud: 10 A

Prevadzkova teplota: -10 az 60 °C
Rozmery: 56x30x18 mm

Véha: 189

Delay time selection method:
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How the relay works

NO —0
Relay coil supply terminal
NC
coOM

When the relay coil at both ends without voltage or voltage is not enough,
the relay COM and NC side connected
NO

Relay coil supply terminal

NC —0
coMm

When the relay coil at both ends reaches the pull-in voltage, the relay COM
and NO side connected

comM (NO) OrR (NC)
Connected o the \ / Connectedtothe
ACfireline O—O/O—®—O ACof zero line
Or DC positive byl 0.4 Or DC negative

When the relay switch is closed, the device has a voltage at both ends, can work
properly, switch off does not work
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